
Hanger Styles Available

L E A D E R S H I P  I N  S U S P E N S I O N  T E C H N O L O G Y

TI-250/TI-251
TI-300/TI-301/TI-302

Integral Axle and Suspension Design

5 Year Warranty

25,000 and 30,000 lb. Capacity

INTEGRA SERIES
INTEGRATED TRAILER AIR SUSPENSION

Integra Series
TRAILER AIR SUSPENSION

Wa t s o n S u s p e n s i o n  S y s t e m s

972.547.6020  800.445.0736
FAX: 972.542.0097

2060 COUCH DRIVE  McKINNEY, TEXAS 75069
www.WatsonSuspensions.com

Integral Suspension, Axle Shocks, Leveling Valve 
and Alignment for Maximum Weight Savings

• Ride Heights:  6.5 thru 24 in. • Huck Fasteners at Pivot Point 

• Lift Kits Available • 16.5 x 7 in. Brakes

• All Axle Welds are in Non-Critical Stress Areas • Eccentric or Welded Collar Alignment

• Multiple Axle Tracks Available
Available Models:
• TI-250 Tapered Spindle, 25,000 lbs. Capacity, • TI-300 Tapered Spindle, 25,000 lbs. Capacity,

.580 in. Wall .580 in. Wall
• TI-251 Straight Spindle, 25,000 lbs. Capacity, • TI-301 Straight Spindle, 25,000 lbs. Capacity,

.580 in. Wall .580 in. Wall
• TI-302 Straight Spindle, 30,000 lbs. Capacity,

.750 in. Wall
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